





It seems you're coming from the US.

Would you like to switch to the American website?

 Micro-Epsilon America

 No, stay on the Micro-Epsilon International Website









Hoppa direkt till huvudnavigeringen Gå direkt till innehållet Hoppa till undernavigering





	Nyheter
	News
	Pressmeddelanden
	Seminarier
	Nya Produkter
	Mässor & Utställningar
	Nyhetsbrev



	Företag
	About Micro-Epsilon
	Business units
	Fokus brancher
	Compliance



	Career
	Vacancies



	Service
	Nedladdning
	Videofilmer
	Handledningar
	Mjukvara och intigration av Sensorer



	Shop


	  Sverige
	 Deutsch
	 EN International
	 Schweiz
	 France
	 Italia
	 Česká republika
	 Slovenská republika
	 America
	 India
	 Suomi
	 Israel - ישראל
	 中國 - China












 














	Lägesgivare
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Positioning autonomous transport systems




	 2023-09-28















optoNCDT 1220 laser sensors are used to position automated guided vehicles and autonomous mobile robots without collisions. The sensors measure the…





Läs mer






Measure railway fishplates automatically




	 2023-06-13







Mills CNC uses Micro-Epsilon laser sensors for the automatic inspection of large, hot-rolled railway fishplates made of steel. These fishplates join…





Läs mer






High-performance laser displacement sensor for inline use




	 2023-05-16







Equipped with the integrated EtherCAT, EtherNet/IP and PROFINET interfaces, the optoNCDT 1900 laser triangulation sensors are now smarter, faster and…





Läs mer






Compact confocal controller for industrial series applications




	 2023-05-16







The compact confocalDT IFD2411 measuring system combines most compact design and highest performance with integrated Industrial Ethernet. It offers…





Läs mer
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Subscribe now to the Micro-Epsilon Newsletter.
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